
DV8400 DV6400 DV4400 VC5400 VC4400
FEATURES
THX®

DTS®

Dolby Digital®

Disc Capacity
3:2 Pulldown
Progressive Scan
Playback Formats

Video DAC
Audio DAC
HDAM
Video Circuit On/Off
Display On/Off
Power Transformer
Gold Plated Outputs
6-Channel Audio Outputs
Chassis
Zero Impedance Plate
Double Layer Bottom Plate
OSD Language
Front Panel Cursor Control

INPUTS/OUTPUTS
VIDEO
Composite Out
S-Video Out
Component Out
DVI
RC5 In-Out
AUDIO
Analog Out (RCA)
5.1 Channel Out
Optical Digital Out
Coax Digital Out
RS-232C

SPECIFICATIONS
Digital Audio Frequency Response
S/N Ratio
Dynamic Range
Total Harmonic Distortion

GENERAL
Color
Front Panel
Remote Control

Power Requirements
Dimensions Inches (W x H x D)
Weight (lbs.)

Select

•
•
1

•
•

DVD-Video, DVD-Audio,
SACD-Multi, SACD,

DVD-R/RW,
VCD, CD, CD-R/RW, MP-3

108 MHz/12-bit
192 kHz/24-bit

• (6ch)

•
•
EI

•
•

Copper

•
Copper

English, French, Spanish

2
1
1
1

•

2

•
1
1

•

4 Hz- 88 kHz (DVD-Audio)
118 dB
108 dB
0.00%

Black
Brushed Aluminum

Pre-programmed Remote
RC8300DV

AC 120 V/60 Hz
175/16" x 31/2" x 121/16"

14.3

•
•
1

•
•

DVD-Video, DVD-Audio,
SACD-Multi, SACD,WMA,

JPEG Disc, VCD, CD,
CD-R/RW, MP-3
54 MHz/10-bit
192 kHz/24-bit

•
•
EI

•
•

Metal

English, French, Spanish

•

1
1
1

1
1
1
1

4 Hz- 88 kHz (DVD-Audio)
110 dB
100 dB
0.003%

Black
Brushed Aluminum

Pre-programmed Remote
RC6400DV

AC 120 V/60 Hz
175/16" x 215/16" x 85/16"

5

•
•
1

•
•

DVD-Video, VCD, CD,
DVD-R/RW, CD-R/RW,
MP-3, WMA, JPEG Disc

54 MHz/10-bit
192 kHz/24-bit

EI

Metal

English, French, Spanish

•

1
1
1

1

1
1

4 Hz - 44 kHz
105 dB
100 dB
0.003%

Black
Brushed Aluminum

Pre-programmed Remote
RC4400DV

AC 120 V/60 Hz
175/16" x 215/16" x 85/16"

4.6

•
•
5

•
•

DVD-Video, DVD-Audio,
HDCD, VCD, CD,
CD-R/RW, MP-3,
WMA, JPEG Disc
54 MHz/10-bit
192 kHz/24-bit

•
•

Metal

English, French, Spanish

1
1
1

•

2

•
1
1

•

4 Hz - 44 kHz
105 dB
100 dB
0.003%

Black
Plastic

Pre-programmed Remote
RC5200VC

AC 120 V/60 Hz
175/16" x 45/8" x 165/8"

11.4

•
•
5

•
•

DVD-Video, VCD, CD,
CD-R/RW, MP-3,
WMA, JPEG Disc

54 MHz/10-bit
96 kHz/24-bit

•

Metal

English, French, Spanish

1
1
1

2

1
1

4 Hz - 44 kHz
104 dB
100 dB
0.003%

Black
Plastic

Pre-programmed Remote
RC5200VC

AC 120 V/60 Hz
175/16" x 45/8" x 165/8"

11.2

DVD

SPECIFICATIONS
AUDIO/VIDEO SECTION D-VHS
Video Format
Audio Format

Data Rate

VIDEO SECTION
NTSC
Resolution (SP, EP, S-VHS)
AUDIO SECTION
Frequency Response

GENERAL
Color
Front Panel
Remote Control

Power Requirement
Power Consumption
Dimensions Inches (W x H x D)
Weight (lbs.)

MPEG-2 Standard
MPEG 1, Layer 2

Dolby Digital, PCM
28.2 Mbps (HS Mode)

14.1 Mbps (STD Mode)
4.7 Mbps (LS3 Mode)
2.8 Mbps (LS5 Mode)

230/220/400 Lines

20 Hz to 20 kHz

Black
Smoked Acrylic

Pre-programmed Remote
RC8300MV

AC 120 V/60 Hz
42 W

173/16" x 33/4" x 151/8"
12.3

MV8300
FEATURES
HD Recording
S-VHS ET Recording
Video Heads
Channel Coverage
VIDEO Plus+ Programming
Digital Studio Picture Control
HQ Processing
SmartPicture (Picture Adjustment)
Tape Manager
Auto Channel Program
Auto Clock Setting
OSD Menu

IN/OUTPUTS
VIDEO
Component Out
S-Video In
Composite In
S-Video Out
Composite Out
AUDIO
Analog L&R In
Analog L&R Out
Optical Out
OTHERS
i-Link In/Out

Antenna In
Antenna Out
RS-232C

•
•

5 D-VHS Video Heads

Air: 2 - 69 ch, CATV: 1 -125 ch

•
•
•
•
•
•
•
•

1
3
3
2
2

3
2
1

2 (Digital Copy
Protection Compatible)

1
1
1

VCR

SR7400 7.1 HOME THEATER RECEIVER (WITH BUILT-IN VIDEO “UPCONVERSION”)
Most Home Theater Receivers require 3 different kinds of connections to your display device. That means 3 different outputs to 3 different
inputs by way of 3 different types of cables. Sound Confusing? Simplify your life with the ability to convert any source, from composite to
component. Now that we have eliminated 2 obstacles, you are left with just 1 choice - The all new SR7400.  With features like 7 channels of
pure clean power, component video “upconversion,” Dolby Pro Logic IIx, Dolby Digital EX, DTS ES® and a whole lot more, it’s the perfect
receiver for any home theater system

• Processing for:
• Dolby Digital EX®, DTS ES® (Discrete

6.1, Matrix 6.1, Neo: 6, 96/24), Dolby
Pro Logic IIx® (Movie,  Music), SRS
Circle Surround II®

• Massive, High  Energy Power Supply,
Huge EI Transformer

• 105 Watts x 7 - All Discrete Amplifier
Stages

• 192kHz/24-Bit Cirrus Logic® DACs for
all Channels

• 32-Bit Digital Surround Processing
Chip

• High Power Current Feedback
Circuitry

• 7.1 Direct Channel Input

• 8 Channel Pre-amp Outputs

• Multi-channel Stereo Mode 

• RS-232C Terminal for Future
Upgrades or System Control

• Multi-room/Multi-source (Audio &
Video) Speaker and Pre-out Outputs
(For the perfect companion product
please see the ZS5300 on page 23)

• Auto Input Signal Detection

• Auto Adjust Function for Speaker
Distance Settings (Delay Time)

• Front Optical Aux Input (Game
Console, Portable DVD)

• Large Heavy Duty Banana Type
Speaker Terminals for all Channels

• Speaker A/B Switching with
Multi-speaker “C”

• HD Component Video Switching with
Video Upconversion w/ TBC for
compatibility with fixed pixel devices
such as plasma displays and DLP
projectors

• DC Trigger Output

• Direct IR Input

• Includes RC1400 Programmable
Learning Remote

SR7400

Compatible
®6 31


